PHARMA TEST- SINGLE BASKET TABLET DISINTEGRATION TESTER-PT 2S (5i. No: 18158) 


OPERATING PROCEDURE 
* Ensure the calibration status is valid and the instrument is clean and free from dust. 
* Switch on the main switch and put on the ‘ON/OFF’ switch at the rear panel to ‘ON’ position. 


FOLLOW THE PROCEDURE TO SET THE TEMPERATURE 


* For setting the temperature select the BATH probe by pressing PROBE key 


* This key toggles between BATH probe EXTSEL. Press SET key = LED to the right of the key will glow. Press TEMP key- 
Temperature display shows previous set temperature with right most digit flashing. 


* Press A key Flashing digit value will show increment for every key press. 
OR 


Press Y key - Flashing digit value will show decrement for every key press. Set the value for flashing digit. 
* Press DISP key - Next significant digit flashes Repeat the above step. 
* Repeat the step c & d till the desired temperature is set. 
* Press ENTER key -Set temperature value will be registered and SET LED will be off. 


* To confirm the set value of temperature, press SET key first and TEMP key next. See the set value. Press ENTER key 
to come out from set mode. NOTE: After pressing the SET key one should start the settings within 10 seconds 
otherwise the set mode will be terminated automatically. 


* Press the TEMP key to start temperature controller. The LED above TEMP key will start glowing. 


Select the bath temp indicator using PROBE SEL key. Once the bath temperature reaches the set value, you are 

ready to start the test by pressing START/STOP key. 
ARE OPERATION 

Manual mode & Timer mode 

> Select mode by pressing TIMER key, if the TIMER LED is on, then timer mode is selected. If the TIMER LED is off & Timer display 
shows “then manual mode is selected. TIMER key toggles between TIMER mode and MANUAL MODE. 

= in timer mode two time ranges are possible. 

= 1 sec to 99 min & 59 sec. 

1 min to 9 hrs. & 59 min (if this range is selected the 4th (left most) digit of timer display will show rain 

For changing the timer range press SET key first and the ENTER key. Once the test is started range cannot be altered. 


After range is selected now set the desired time as mentioned. Step No 8. Timer settings can be done only in timer mode. 
* To set the timer follow the instructions given below. 


* Press SET key- SET LED will start glowing. 
* Press TIMER key — Timer display shows last set value with right most digit flashing. To set the digit go to step c 


= Press A key —Flashing digit value will show increment for every key press. OR Press W key - Flashing digit value will show 
decrement for every key press. 


* Set the value for flashing digit. 

* Press DISP SEL next significant digit will flash. Now repeat step c to set the value. Repeat step d to set all digits. Press ENTER 
to accept the value. 

* Press ENTER key to complete the timer setting. Set LED goes off. 

* Start the test using START/STOP key. TIMER display shows the elapsed time 

sec ("-0.00" if the timer range is hrs. min) 
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